











SENSOR SERIES "4,

Sensor-controlled, 100% hot water weed control
with high capacity and low energy consumption.

WAVE has 10 years of experience in hot water weed control and offers the High-tech
WAVE Sensor Series with patented technique for effective weed control on large surfaces.

Advantages of the WAVE Sensor Series:
e Environmentally-friendly, efficient, effective, durable;

*  Mounted on compact and maneuverable carrier (articulated Holder C245);

* 100% water, no additives (cost-saving) except for calcium binding agent;

* Very economical in water and energy consumption due to sensor-controlled, selective weed control;
e Longer lasting effect of treatment and durable reduction of weed due to the roots dying off;

* No extra sweeping required after treatment;

* No damage to paving, outdoor furniture or private property;

o Treatment of all kinds of (semi-) hard surfaces right to the wall possible;

¢ Standard with hand lance for minor extra work (e.g. bicycle rack);

» Comfortable and safe working environment in cabin with air-conditioning;

e Standard with surface water pump (approx. 1,000 liters in 3 minutes);

* Application of technique including individual advice, training and - optionally - independent
monitoring;

Full repair service( within 24 hrs) and telephone helpdesk.

Specifications:

Width of vehicle: 1,25 meter

Operation width: 1,20 of 1,60 meter
Operation water pressure: 2 bar (tap pressure)
Maximum speed: 25 km/h

Operation speed (average speed 2.2 km / h): 0,8 km/h (100% weed cover)

5 km/h (very low weed cover)

Frequency of treatment per year: 22 - 4 times

Fuel tractor / burners: diesel

Tank capacity tractor / burners: 170 liters

Capacity water tank / buffer tanks: 900 liters / 2 x 50 liters

Maneuverability dosage tank: 30 cm to the left and 30 cm to the right
Operation space next to tractor (incl. side sprayers): 35 cm to the left and 75 cm to the right
Air-conditioning in the cabin: standard

Rearview camera with monitor in the cabin: standard

Hand lance with 4-m hose (extension possible): standard >
ey

Options:
Own RAL color

GPS

100 Celsius reel

Surface water connection kit

Developed rear window (more space in cabin)
Comfortable operator’s seat
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HIGH SERIES

Professional WAVE hand unit for selective
weed control with 100% hot water.

WAVE has 10 years of experience in hot water weed control and, apart from
the WAVE Sensor Series, it offers this professional High Series hand unit for
medium-sized surfaces or minor extra work.

Advantages of the WAVE High Series:

* Durable and outdoor proof;
» 100% water, no additives (cost-saving) except for calcium binding agent;
Low noise level, no damage to surface and no risk of fire;
Standard equipped with two hand lances for dual use;
Ergonomic light-weight hand lance and hose;
Water connection optionally with diverse couplings;
Anti-calcium pump to prevent calcification;
Easily loaded and unloaded by fork-lift truck;
Own energy supply (no external generator required);
Surface water pump with filter system optional (approx. 1,000 liters in 7 minutes).

Standard specifications version 1.0:

Operation pressure cleaning: smooth transmission to a maximum of 200 bar
Operation pressure weed control: 2 bar

Water consumption: adjustable up to a maximum of 2 x 15 liters per minute
Water temperature: adjustable up to 100 Celsius at the lance

Water tank: plastic tank of 1,000 liters

Fuel tank: 120 liters of diesel

Temperature adjustment: electronic

Color: frame grey RAL 7016, top in own RAL color

Hose: standard 2 x 20 meters

Hand lance: standard 2 with 20 cm hot water outlet (40/80 cm optinal)
Measurements (I x w x h): 2,050 x 1,300 x 1,435 mm

Weight: 850 kg

Specifications version 2.0:

As above and additional:

Action window Collapsible traffic sign and safety lights (12 V)

Reel: two 100C reels

Surface water pump Wacker PG2 pump incl. special filter, 5-m hose with float
Measurements (I x w x h): incl. action window and reels 3,050 x 1,300 x 1,435 mm
Weight: 1,100 kg

Option:
Hose extension: 20 meters (to a maximum of 60 meters)
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MID SERIES

Compact WAVE hand unit for selective
weed control with 100% hot water.

WAVE has 10 years of experience in hot water weed control and, apart from the High Series,
it offers this compact Mid Series hand unit for smaller surfaces and some extra work.

Advantages of the WAVE Mid Series:
e Thermostat for very accurate and constant temperature (a minimum of 98 Celsius);
» Also applicable for cleaning with 50 bar hot water (e.g. walls, benches and works of art);
e Durable and outdoor proof;
*  100% water, no additives (cost-saving) except for calcium binding agent;

Low noise level, no damage to surface and no risk of fire;

Ergonomic light-weight hand lance and hose;

Ergonomic RVS reel optional;

Standard water connection;

Anti-calcium pump to prevent calcification;

Easily loaded and unloaded by fork-lift truck;

Easily placed on every vehicle;

2 easily removable diesel fuel tanks of 23 liters.

Standard specifications:

Drive (3 options): electric 220 Volt, petrol or diesel
Operation pressure cleaning: smooth transition up to 50 bar
Operation pressure weed control: 2 bar

Water temperature: a minimum of 98 Celsius at the lance
Water consumption: 7 liters per minute

Fuel tank: removable cans 2 x 23 liters of diesel
Temperature adjustment: electronic

Color: RAL 5010 (base) and RAL 9006 (cover)
Hose: standard 1 x 15 meters

Hand lance: standard with 16 cm hot water outlet
Measurements (I x w x h): 1,050 x 800 x 1,035 mm

Weight: 310 kg

Options:

Surface water pump: capacity approx. 500 liters / 3 minutes

Reel: 100 Celsius RVS reel

Starter: electrical starter mechanism

Mobility: easily placed on every vehicle

Water tank: diverse options, e.g. 500 liters, | x w x h 840 x 700 x 1,060 mm
Noise reduction: silent edition (sound suppressor and extra insulation)

Hose extension: 15 meter (max. 30 meters)
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STUDY
UNIVERSITY
COPENHAGEN

Non-chemical weed control on traffic islands: a
comparison of the efficacy of five weed control

techniques (2007)

P KRISTOFFERSEN, A. M. RASK, & S. U. LARSEN (University Copenhagen)

The graph below shows the efficacy of the different techniques of weed control. At the top of
the graph the starting times of treatment are shown, on the right the different techniques are
listed. The vertical axis shows the percentage of weed cover and the horizontal axis the dates of

monitoring.

If you would like to receive the complete study, please mail: info@waveweedcontrol.eu
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WAVE IS
APLLICABLE ON
ALL SERFACES

Monitoring photos WAVE treatment.

If you are interested in the complete study, please mail info@waveweedcontrol.eu
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100% water versus weed

SERVICES VIA LICENSEES,
MACHINES VIA DEALERS OR
DIRECT WITH WAVE EUROPE.

WAVE EUROPE BV

Matendijk 7

6733 JD WEKEROM

The Netherlands

Tel. +31-318-469.799
Fax. +31-318-469.998
info@waveweedcontrol.eu
www.waveweedcontrol.eu
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